
LIGHTMETER

SPECIFICATIONS

3 1/2 Digits, 1999 Count LCD
Fc / lx Function Selectable
Data Hold Function
Range Display
Large LCD Display

ν(λ) Typical 8%

Automatic Zero When Power On
Detachable & Rotatable Light Sensor

FEATURE

Detachable & Rotatable Light Sensor

NEW
!

LED Back Light

BACK LIGHT
Function

Light Range: 0.0 ~ 19990 fc ;
                         0.0 ~ 199900 lx
Resolution: 0.1 Lx;  0.1 fc
Accuracy: ±3%rdg, ±5dgts
Sample Rate: 2 times/sec
Auto Power Off: 30 minutes
Battery Type: Size AA battery x 2 
Battery Life: 80 hours approx.
Operation Temperature: 
  0  to 40 (32  to 104 )°C °C °F °F
Storage Temperature: 
  -10  to 60 (14  to 140 )°C °C °F °F
Dimensions: 
  169mm(L) x 63mm(W) x 37mm(H) 
Weight: approx. 210g

 Accessories:
   User’s manual, battery, carrying case.

* The spec i f i ca t i ons and o the r i n fo r ma t ion i n th i s ca ta logue a re sub jec t to
c h a n g e  w i t h o u t  p r i o r  n o t i c e .
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