
Centrifugal pump CP08
Universal centrifugal pump dedicated to split cassettes.

Ref: 

SPECIFICATIONS BENEFIT

Flowrate max 60 l/h

Discharge head 110 cm

Electrical power 8W

Voltage 220-240V 50/60Hz

Noise level*

IP54

Temperature rise 66K

Operating cycle** 100%

Outlet tube Ø 14 mm

Dimensions 82.5 x 76 x 97.3 mm

FLOWRATE

** The pump is able to run 100% of the time if necessary.

Universal plate

-
sette air conditioners on the market.

It can therefore easily replace ano-
ther model of centrifugal pump at a 
cheaper price!
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ประโยชน์ที� ได้

ข้อมูลจาํเพาะ

อัตราการไหลสูงสุด

อัตราการไหลสูงสุด
แรงส่งนํ�าสูงสุด

กําลังไฟฟ้าวตัต์

แหล่งพลังงานไฟฟ้า

ระดบัเสียง@1m

การป้องกัน

ป้องกันความรอ้น

การทํางานตอ่เนื�อง

ท่อทางออก

ขนาด�� ม/ขนาดอ่างรบันํ�า

เพลทยึดมาตรฐานสากล

แผ่นยึด CP08 ส่วนใหญ่ ในตลาดไดร้บัการออกแบบให้พอดกีับ
เครื�องปรบัอากาศแบบ�งเพดาน

ดงันั�นจึงสามารถปรบัเปลี�ยน�� มแบบเหวี�ยงรปูแบบหอยโข่งรุน่
อื�นไดอ้ย่างง่ายดายในราคาที�ถูกกวา่




